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SECTION AA

PLAN
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NOTES:

1. CONCRETE MOW CURB SHALL HAVE LIGHT BROOM FINISH.

2. INSTALL FIBER EXPANSION JOINT WITH # 3 STAINLESS

STEEL SLIP DOWELS IN MOW CURB AT 20'-0" O.C. MAX.

3. INSTALL FIBER EXPANSION FELT JOINT BETWEEN CURB

AND ADJACENT HARDSCAPING OR BUILDING.

4. INSTALL TOOLED SCORE JOINTS 10'-0" O.C. AND AT

CHANGES OF DIRECTION.

1/2" ABOVE GRADE

6"

NOT TO SCALE

CONCRETE PAVING AND JOINTS
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NOT TO SCALE

CONCRETE MOW CURB - ADD ALTERNATE #4
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SEE B6/C-505 FOR

CONTRACTION JOINT

DRILLED HOLE WITH

EPOXY RESIN

NOT TO SCALE

TIE BAR DETAIL
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TOOLED CONTROL JOINT, 1/2"

RADIUS X 1" DEEP. REFER TO

LAYOUT PLAN FOR LOCATIONS.

1/2" FELT EXPANSION JOINT W/

ELASTOMERIC JOINT SEALANT REFER

TO LAYOUT PLAN FOR LOCATIONS.

TYPICAL EDGE CONDITION

FINISHED GRADE

SUBGRADE COMPACTED TO

100% STANDARD PROCTOR DENSITY.

AGGREGATE BASE

COURSE COMPACTED TO

100% STANDARD

PROCTOR DENSITY.

EXPANSION JOINTS WITH JOINT SEALANT.

SEE JOINT DETAIL THIS SHEET.

CONCRETE WALK WITH

MEDIUM BROOM FINISH

CONTROL JOINTS-AS SHOWN IN LAYOUT PLAN.

SEE JOINT DETAIL THIS SHEET.

1. 3500 PSI CONCRETE PER SPECIFICATIONS. MEDIUM BROOM

FINISH.

2. GALVANIZED WOVEN WIRE MESH REINFORCEMENT FABRIC

(W6x6 - W1.4x1.4) PLACED IN CENTER OF SECTION.

SUPPORT W/ DOBIES AS NEEDED TO KEEP CENTERED. USE

MAT FORM ONLY- NO ROLLS.

3. 12" LONG #4 SMOOTH STAINLESS STEEL DOWELS @24" O.C.

LOCATED HORIZONTALLY IN CENTER OF SLAB; GREASE

ONE END TO ALLOW FREE MOVEMENT.

4. 1/2" THICK ASPHALT-IMPREGNATED FELT; FULL JOINT

DEPTH.

5. PLASTIC KEYWAY JOINT, FULL WIDTH AND DEPTH OF SLAB.

6. JOINT SEALANT.  COLOR TO MATCH ADJACENT PAVING.

7. 3/8" RADIUS TOOLED EDGE.

NOTE:

PROVIDE EXPANSION JOINTS AT A MINIMUM OF 20' O.C. OR PER

PLANS. PROVIDE CONTROL JOINTS AT A MINIMUM INTERVAL OF

THE WIDTH OF THE WALK OR PER PLANS, WHICHEVER IS

CLOSER.

3,500 PSI CONCRETE MOW CURB

#4 EPOXY COATED REBAR - CONTINUOUS

3/8" RAD. TYP.

FINISH GRADE

NOTE:

THE TIE BAR IS TO BE ANCHORED INTO THE EXISTING PAVING WITH AN

EPOXY RESIN ADHESIVE.  TIE BARS SHALL BE PLACED A MINIMUM OF

15" FROM EXISTING TRANSVERSE CONTRACTION JOINTS.

#4 EPOXY COATED DEFORMED TIE BARS

SPACED 30" CENTER TO CENTER
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X

X

X

X
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GALVANIZED WOVEN WIRE MESH

REINFORCEMENT FABRIC

18"

SUBGRADE COMPACTED TO

95% STANDARD PROCTOR DENSITY

4" AGGREGATE BASE COURSE

COMPACTED TO 95% STANDARD

PROCTOR DENSITY

EXPANSION JOINT

PLAN VIEW

A
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NOT TO SCALE

SIDEWALK DETAIL
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NOT TO SCALE

CONTINUOUS CONCRETE MOW CURB AT RETAINING WALL
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1. EDGING SHALL BE PLACED  IN SMOOTH,

CONTINUOUS CURVES AND LINES, AS

SHOWN ON DRAWINGS.

2. COMPACT GRADES ADJACENT  TO

EDGING TO AVOID SETTLING. FINISH

GRADE TO BE 1/2" BELOW TOP OF

EDGING.

NOT TO SCALE

METAL LANDSCAPE EDGING

D1

C-505

COMPACTED

SUB GRADE

3/16" X 4" ALUMINUM

LANDSCAPE BED EDGING, AS

MANUF. BY SURE-LOC -

1-800-787-3562, OR APPROVED

EQUAL, AS SPECIFIED

STAKE EDGING W/ 12"

ALUMINUM ANCHORING

STAKES, AS PROVIDED

BY MANUF.  USE FIVE (5)

STAKES PER 16'-0"

SECTION, TYP. ON TURF

SIDE OF EDGING.

NOTES:

1. CONCRETE MOW CURB SHALL HAVE LIGHT BROOM FINISH.

2. INSTALL FIBER EXPANSION JOINT WITH # 3 STAINLESS

STEEL SLIP DOWELS IN MOW CURB AT 20'-0" O.C. MAX.

3. INSTALL FIBER EXPANSION FELT JOINT BETWEEN CURB

AND ADJACENT HARDSCAPING OR BUILDING.

4. INSTALL TOOLED SCORE JOINTS 10'-0" O.C. AND AT

CHANGES OF DIRECTION.

1/2" ABOVE GRADE, TYPICAL

3,500 PSI CONTINUOUS CONCRETE MOW

CURB, TYPICAL

#4 EPOXY COATED REBAR - CONTINUOUS, TYPICAL

3/8" RAD. TYP.

FINISH GRADE

SUBGRADE COMPACTED TO

95% STANDARD PROCTOR DENSITY, TYPICAL

4" AGGREGATE BASE COURSE

COMPACTED TO 95% STANDARD

PROCTOR DENSITY, TYPICAL

EXPANSION

JOINT, TYPICAL

RETAINING WALL

TYPICAL CONTINUOUS CONCRETE

MOW CURB
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PROTECT EXISTING BRICK

VENEER SECTION,

REPLACE WITH NEW IF

DAMAGED

CAREFULLY REMOVE SIDEWALK

AGAINST BRICK VENEER USING

HAND METHODS

EXISTING EXPANSION JOINT

EDGE OF THICKENED SLAB BELOW
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